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Guidance for APA Portal Bracing

Narrow Wall Bracing Wiikout. Hold-Downs for use in a Fully Shecthed House [
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FIGURE 1

CONSTRUCTION DETAILS FOR THE APA NARROW WALL BRACING METHOD WITHOUT HOLD-DOWNS

OVER CONCRETE OR MASONRY BLOCK FOUNDATION

Outside Elevation

Extent of header (Two braced wall segments)

e~ Extent of header (One braced wall segment) ——4

210 18' (finished width)

Fasten sheathing to header with Top plate
8d common nails in 3" grid continuity is
pattern as shown and 3" o.c. in required per

: G\”fruming (studs and sills) typ. R602.3.2 T :
' 1000 Ib header-to-jack-stud strap

(Install on backside as shown on
Side Elevation, Ref. No. LSTA24)

on both sides of opening :
5

Min. (2) 2x4 typ. / 5

Braced wall 7|41
If panel splice is needed it shall segment per i1
occur within 24" of mid-height. R602.10.5 |1

Blocking is not required.
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wisl— Min. width based on 6:1 No.of
| height-fo-width ratio: For
| exampie: 16" min. for 8' height Rsog.esrlilcglze)
1 1":/— Min. 2'x2"x3/16" plate washer
-

Anchor bolt per R403.1.6 Typ. Foundation per code

orrect plate
d bolt spacing

Correct plate
And bolt spacing

Side Elevation

Sheathing filler
if needed

16d sinker
nails in 2 rows
@ 3" o.c.

1000 Ib header-
to-jack-stud strap
on both sides

4] of opening (Ref.
2| No. LSTA24)

—
3/8" min,
thickness wood
struciural panel
sheathing |
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16” plate minimum for 8> wall
18” plate minimum for 9* wall
20" plate minimum for 10” wall
Bolts 4” from end of plate

“Drop for door
X6 plate

6\*- Drop for door

er . —72%6 platel

Curtis Meskus - Building Commissioner/Zoning Enforcement Officer

Peter Starkus — Plumbing & Gas Inspector
James Jones — Inspector of Wires
Nancy Shields— Administrative Assistant



